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NAVSEA
STANDARD | TEM
FY- 05
| TEM NO 009- 26
DATE: 30 AUG 2002
CATEGCRY: Il

1. SCOPE:

1.1 Title: Teletype Equi pnent; repair
2. REFERENCES:
2.1 Standard Itemns
2.2 Equi prent Techni cal Manua
2.3 ML-HDBK-454, Ceneral Cuidelines for Electronic Equi prent

2.4 ML-STD 1310, Shipboard Bondi ng, G ounding, and O her Techni ques for
El ectromagnetic Conpatibility and Safety

2.5 1A PUB-5239-31, Infornmation Assurance Shi pboard Red/ Bl ack
Installation Publication

2.6 NSTI SSAM TEMPEST/ 2- 95, Red/Bl ack Installation Guidance (FOUO
3. REQUI REMENTS:
3.1 Renove the equipnent, using 2.2 for guidance.

3.2 Disassenble and cl ean assenblies, subassenblies, and conponents,
using 2.2 for guidance.

(V) "INSPECT AND TEST"
3.3 Inspect and test nechanical and electrical conponents, assenblies,
subassenblies, and circuitry for conformance to design characteristics in

accordance with 2. 2.

3.4 Repair the equipnent, using 2.2 for guidance.
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3.4.1 Renopve defective and install new conponents and circuitry.
Install new conponents and circuitry where missing. New material shal
conformto the requirenents of 2.2.

3.4.2 Newcircuit wiring shall conformto M L-DTL-16878.

3.4.3 Renpve existing wicks, felts, hardened rubber parts, broken
(or mssing) springs, and hardware. Install new material conforming to 2.2.

3.4.4 Correct discrepancies found in circuit term nal connections in
accordance with 2.2 and as nodified by applicable field changes.

3.4.5 Renpve existing and install new wire markers. Install new
wire markers where mssing. New wire nmarkers shall conformto SAE-
AMB- DTL- 23053, Class One, white, marked with indelible ink

3.4.6 Renpbve existing and install new lugs. Install new | ugs where
m ssing. New lugs shall conformto ML-T-16366 or SAE- AS7928.

3.5 Acconplish the requirenents of 009-32 of 2.1, for the equi pnent
encl osures.

3.6 Adjust and align nechanical conponents in accordance with 2.2 and
apply a light filmof lubricating oil in accordance with 2.3 to prevent
corrosion.

3.7 Assenble and adjust the equipnent, using 2.2 for guidance.
3.7.1 Free-up and lubricate noving parts.

3.7.2 Adjust the equi pment to accept 35 percent distortion of
i ncom ng signals.

3.7.3 Adjust keyboard and transmitter/distributor contacts to
provide | ess than five percent distortion of the keyed pulse, using a
di stortion anal yzer during adjustnent.

3.8 Acconplish an operational test and ensure performance of the
equi pnment is equal to or exceeds the mninum perfornmance standards required by
2.2.

3.8.1 Calibrate range and distortion and obtain a continuous solid
copy for a half-hour period.

3.8.2 Subnit one |egible copy, in hard copy or electronic nedia, of
the conpleted test sheets to the SUPERVI SOR
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3.9 Install the equipnent, installing new fasteners confornmng to
M L-DTL- 1222, Type | or 11, Grade 5, zinc coated.

3.9.1 Fasteners requiring a perneability factor of 2.0 or |ess shall
conformto Grade 304 CRES.

3.9.2 Bond and ground the equi pnent in accordance with 2.4 through
2. 6.

3.10 Energi ze the equi pnent, using ship's power or equivalent, and
acconplish the performance tests in accordance with 2. 2.

3.10.1 Subnmit one |egible copy, in hard copy or electronic nedia, of
the conpl eted performance test sunmary sheets to the SUPERVI SOR.

(VM) (G "I NTERFACED OPERATI ON OF EQUI PMENT"
3.11 Verify operation of equipnent with associ ated shi pboard systens.

4. NOTES:

4.1 Equi pnent technical manual will be listed in the invoking Wrk Item
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